
 Plus, Plus ThB & Plus XD 
Intumescent Coatings 

Safe Handling & Storage    

 

 BEST PRACTICES 

      

 

BEST PRACTICES FOR SAFE 
HANDLING & STORAGE  
 

Intumescent coatings require specified handling and 
storage.  Improper handling and storage conditions, 
especially exposure to extreme cold or hot temperatures, 
can adversely affect physical properties and the shelf life 
rendering the product unsalvageable. Handling and 
storage specifications follow.  Read and understand 
manufacturer recommendations expressed in the Safety 
Data Sheets (SDS), Submittal Sheets (SS) and Technical 
Data Sheets (TDS) published by No-Burn, Inc. 
 

INTUMESCENT COATING SPECIFICATIONS: 
• Non-hazardous 
• Water-based 
• pH 7-8 
• Boiling Point of 212o F (100o C) 
• Freezing Point of 32o F (0o C) 
• Slight to no odor 

 

CONDITIONS FOR SAFE HANDLING & STORAGE: 
• Temperature-controlled between 40o F (4o C) and  

90o F (32o C) 
• Original packaging only, cool dry 
• Keep upright 
• Store out of direct sunlight 

 
 

 

 
 

ADDITIONAL PRECAUTIONARY MEASURES: 
Weather may dictate installation conditions and safe, on-
site storage of the intumescent coating.  If the temperature 
is below 40o F (4o C) and above 90o F (32o C), then 
additional handling and storage procedures should be 
considered.   

 
 
 
 
 
 
 
 
 
 
 

Code-compliant solutions.  Life-saving protection.
 

NO-BURN PLUS NO-BURN PLUS ThB NO-BURN PLUS XD 
Shelf life: 24 months, unopened Shelf life: 12 months, unopened Shelf life: 24 months, unopened 

Safety Data Sheet (SDS) Safety Data Sheet (SDS) Safety Data Sheet (SDS) 
Submittal Sheet (SS) Submittal Sheet (SS) Submittal Sheet (SS) 

Technical Data Sheet (TDS) Technical Data Sheet (TDS) Technical Data Sheet (TDS) 

No-Burn, Inc.  
SALES INFORMATION AND ORDER PLACEMENT 
1-800-989-8577 
TECHNICAL INFORMATION 
1-800-989-8577 
www.noburn.com 
 
 
 
© 2021 No-Burn, Inc. 

TRADEMARKS No-Burn, No-Burn logo and Fire Wise are trademarks owned by or licensed to No-Burn, Inc. 
LIMITED WARRANTY No-Burn, Inc. warrants that the No-Burn formula will be manufactured to the same specifications and 
quality, and will perform equally to the tests performed by the independent laboratories when properly applied.  Warranty 
coverage is limited solely to the cost of product purchased hereunder and specifically excludes incidental expenses and 
consequential damages.  The applicator warrants that the product, in its original form from the Manufacturer, will be stored, 
mixed and/or applied as directed in the guidelines published by No-Burn, Inc., to every reasonably accessible area that has been 
specified for protection.  All implied warranties, from No-Burn, Inc. or the applicator are excluded.  There may be situations and 
materials for which No-Burn will not prevent a fire from igniting or retard the progress of a fire.   
POLICY & PROCEDURES All sales of this product by No-Burn, Inc. are subjected to our Policy & Procedures available at 
http://noburn.com/polices-procedures 
UPDATES AND CURRENT INFORMATION Revised 16-Nov-2021.  The information in this document may change without notice.  

http://noburn.com/wp-content/uploads/2021/01/plussds.pdf
http://noburn.com/wp-content/uploads/2021/01/plusthbwhitesds.pdf
http://noburn.com/wp-content/uploads/2021/01/plusxdsds.pdf
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http://noburn.com/wp-content/uploads/2021/01/plustds.pdf
http://noburn.com/wp-content/uploads/2021/01/plusthbtds.pdf
http://noburn.com/wp-content/uploads/2021/01/plusxdtds.pdf
http://www.noburn.com/
http://noburn.com/polices-procedures

